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WARNING: To prevent fire or shock hazard, do not expose this Receiver to rain or moisture. 

It all comes alive on your Realistic Dx-400 Programmable Communications Receiver.  
 
Your DX-400 will put you in contact with a variety of voices around the world. Broadcasts can be 
heard from such world capitals as London, Tokyo, Berlin and Moscow.  Exotic music and unusual 
languages can be heard from stations located in distant isolated sections of the world.  We 
recommend that you read through this instruction manual carefully to utilize this Microprocessor-
controlled Programmable Communications Receiver to it’s maximum potential. 
 
Your DX-400 is designed to tune in the following frequencies: 
 
 FM: 87.4MHz to 108 MHz 
 AM/SSB/CW: 150kHz to 29.999 kHz 
 
The PLL (Phase Locked Loop) circuitry assures ultra-precise frequency control.  This enables the 
radio to tune in increments of 1-3kHz to AM/SSB/CW and 50-100kHz for FM. 
 
Do you want to listen to a particular station? You can enter the desired frequency directly on the 
keyboard. 
 
Curious about what’s on the air? The DX-400 will search frequency ranges of your choice 
automatically for active stations. 
 
And if you want to remember stations you’ve found, memories store the frequencies for later use. 
 
The secret to the DX-400 is a custom designed microprocessor – a computer on a chip.  In 
addition the DX-400 includes 11 ICs, 62 transistors 88 diodes and a liquid crystal display. 
 
 
 
 

SPECIFICATIONS 
 

Semiconductor Complement  11 integrated circuits, 3 FET, 
     62 transistors, 88 diodes 
Receiving System:   AM: Triple Super Heterodyne 
     FM: Single Super Heterodyne 
Frequency Coverage:   150 kHz to 29,999 kHz 
     87.4 MHz to 108 MHz 
Frequency Display:   5 digit LCD (Liquid Crystal Display) 
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